
Cable Connectors



Features
• Accepts wide range of conductor diameters from 0.4 to 0.9mm

(26 to 19 AWG)
• Connects wires up to 2.06mm outer diameter

(including insulation)
• Coloured caps available for easy connector identification

DISCRETE INSULATION DISPLACEMENT

Insulation displacement connectors feature tin-plated copper alloy contacts and polypropylene
bodies to ensure reliable connections in copper and aluminium telecommunications cable networks.

The  8 Series connectors provide a simple economical and reliable
means of jointing copper or aluminium conductors. They can be
used with PE- or PVC-insulated wires, and do not require
insulation to be stripped, making connection quick and easy.

8 Series connectors are filled with high viscosity compound that
ensures excellent insulation resistance and good electrical
performance even in extreme environmental conditions. Unfilled
connectors are also available for internal applications. All
connectors are crimped using standard parallel action pliers.

8 Series connectors

Ordering information and dimensions

Ordering Description Length Width Height Height Max conductor
reference       open  closed  diameter

 including (mm)  (mm)  (mm)
 (mm)  insulation (mm)

CON 8025 8A/1 connector14.85 9.75 9.00 6.40 2.06
(box of 500)

CON 8010 8A connector 12.40 9.75 9.00 6.40 2.06
(box of 500)

CON 8110 8B connector 16.25 12.65 9.00 6.40 2.06
(box of 500)

CON 8221 8C/1 connector15.40 11.50 9.20 5.90 2.06

8A/1 connector
8A/1 can be used on any combination of two conductors.
The ports extend beyond the body of the connector
so that it is easy to see that the wires are
properly inserted before crimping.

8A/1 Connector

Prod Code: MLBGFC



Ordering information

Ordering Description
reference

MLBGFCR 8A/B/C crimping plier

The make-before-break 11A connector is ideal for
maintenance applications in copper or aluminium telephone
networks, as well as offering reliable connection for new
installations. It provides a no-break changeover so that suspect
connectors can be removed quickly and easily. The connector is
simply positioned and crimped in place. The crimping action
makes the new connection first, before cutting off the old
connector, ensuring no loss of service.

The 11A connector incorporates a test access point for
line testing.

11A connector

IDC accessories

Features
• Accepts wide range of conductor diameters from 0.4 to 0.9mm

(26 to 19 AWG)
• Connects wires up to 2.06mm outer diameter

(including insulation)

Ordering information and dimensions

Ordering Description  Length Width  Height Height  Max conductor
reference  (mm)  (mm) open  closed diameter including

(mm) (mm) insulation (mm)

MLB 11A connector 12.6 12.5 9.3  5.8  2.06

(box of 250)

Prod Code: MLBGFC1


